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What’s in the shipping package? 

 
 
 
 
 

 One DB-24C Daughter Board 
 One User Guide (This document) 
 One CA-5015 Cable 
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  CN1: CH1~CH12 5

  CN2: CH13~CH24 4

  CN5: 20-pin header 3

  CN4: 50-pin header 2

  CN3: 37-pin D-sub connector 1
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 CN1: CH1~ CH12 
 
 
 
 
 
 
 
 
 
 
 

 CN2: CH13~ CH24 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Channels 12 11 10 9 8 7 6 5 4 3 2 1 
Current (mA) 600 600 600 600 600 600 600 600 600 600 600 600 
Channels 24 23 22 21 20 19 18 17 16 15 14 13
Current (mA) 600 600 600 600 600 600 600 600 600 600 600 600
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CH 10 9 8GND GND 12 11 7 6 5 Exp2 GND GND 4 3 2 1 Exp1

mA - - 600 600 600 600 600 600 600 600 + - - 600 600 600 600 + 

External Power: 5~30 VDC External Power: 5~30 VDC 

CH1~4  
Max. Load: 600 mA/channel 

CH5~12  
Max. Load: 600 mA/channel 

CH GND GND 24 23 22 21 20 GND GND19 18 17 Exp4 16 15 14 13 Exp3

mA - - 600 600 600 600 600 600 600 600 + -- - 600 600 600 600 + 

External Power: 5~30 VDC External Power: 5~30 VDC 

CH17~24  
Max. Load: 600 mA/channel 

CH13~16  
Max. Load: 600mA/channel

Pin Assignments 

EXP 4 
Common Power 

EXP 3 
Common Power 

EXP 1 EXP 2 
Common Power Common Power 

EXP1 EXP2 EXP3 EXP4 Power 
Input Voltage 5~30 VDC 5~30 VDC 5~30 VDC 5~30 VDC 
Input Current 2.4 A 4.8 A 2.4 A 4.8 A 
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 CN4: 50-pin header 

 CN5: 20-pin header 
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Note:  
 

+5 V: Power input DC +5 V 

GND: Power’s Ground 

!

CHn: TTL’s Signal 
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Output Wiring Diagram  
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Open Collector Output Wiring  

UN2064 

It will be damaged if overloaded. 
Output Current: 600 mA (Max.) for each channels. 

+

-

EXP 

- Load + 

- Load + 

- Load + 

External Power 

Max. Current: 600 mA 
5 VDC ~ 30 VDC 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Related Information  
 DB-24C product page: 

http://www.icpdas.com/products/DAQ/screw_terminal/db_24c.htm 
 

 Documentation: 
CD:\NAPDOS\Daughter_Board\ 
http://ftp.icpdas.com/pub/cd/iocard/pci/napdos/daughter_board/ 
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ICP DAS Web Site: http://www.icpdas.com 
Contact Us (E-Mail): service@icpdas.com, service.icpdas@gmail.com 

Copyright © 2011 by ICP DAS Co., Ltd. All Rights Reserved. 

http://www.icpdas.com/products/DAQ/screw_terminal/db_24c.htm
http://ftp.icpdas.com/pub/cd/iocard/pci/napdos/daughter_board/
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檢查配件 

 
 
 
 
 
 

 一張 DB-24C 端子板 
 一張 使用者指南 (本文件) 
 一條 CA-5010 Cable 

 

 
 
 
 
 
 

CA-5010 使用者指南 DB-24C  
 

端子板配置圖 

 
 
 
 

  CN3: 37-pin D-sub 連接頭 1

  CN4: 50-pin 接頭 2

  CN5: 20-pin 接頭 3

  CN2: CH13~CH24 4

  CN1: CH1~CH12 5
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 CN1: CH1~ CH12 

腳位定義 

CH 

 
 
 
 
 
 
 
 
 
 
 

 CN2: CH13~ CH24 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Channels 12 11 10 9 8 7 6 5 4 3 2 1 
Current (mA) 600 600 600 600 600 600 600 600 600 600 600 600 
Channels 24 23 22 21 20 19 18 17 16 15 14 13
Current (mA) 600 600 600 600 600 600 600 600 600 600 600 600
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GND GND 12 11 10 9 8 7 6 5 Exp2 GND GND 4 3 2 1 Exp1

mA - - 600 600 600 600 600 600 - 600 600 600 + - 600 600 600 + 

External Power: 5~30 VDC External Power: 5~30 VDC 

CH1~4  
Max. Load: 600 mA/channel 

CH5~12  
Max. Load: 600 mA/channel 

CH GND GND 24 23 22 21 20 19 18 17 Exp4 GND GND 16 15 14 13 Exp3

mA - - 600 600 600 600 600 600 - 600 600 600 + -- 600 600 600 + 

External Power: 5~30 VDC External Power: 5~30 VDC 

CH17~24  
Max. Load: 600 mA/channel 

CH13~16  
Max. Load: 600mA/channel

EXP 4 
Common Power 

EXP 3 
Common Power 

EXP 1 EXP 2 
Common Power Common Power 

Power EXP1 EXP2 EXP3 EXP4 
Input Voltage 5~30 VDC 5~30 VDC 5~30 VDC 5~30 VDC 
Input Current 2.4 A 4.8 A 2.4 A 4.8 A 



 
 

 CN3: 37-pin D-sub 連接頭  CN4: 50-pin 接頭 
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  CN5: 20-pin 接頭 
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!

GND: Power’s Ground 

CHn: TTL’s Signal 

+5 V: Power input DC +5 V 

注意:  
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輸出接線圖  
 
 
 
 Open Collector Output Wiring  

UN2064 

電流輸出: 每個通道最大為 600 mA。如果超載將會損壞。 

+
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EXP 

- Load + 

- Load + 

- Load + 

External Power 

Max. Current: 600 mA  
5 VDC ~ 30 VDC 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

參考資訊  
 DB-24C 產品網頁: 

http://www.icpdas.com/products/DAQ/screw_terminal/db_24c.htm 
 

 相關文件位置: 
CD:\NAPDOS\Daughter_Board\ 
http://ftp.icpdas.com/pub/cd/iocard/pci/napdos/daughter_board/ 

 
 
 
 
 

Copyright © 2011 by ICP DAS Co., Ltd. All Rights Reserved. 
 

聯絡方式 (E-Mail): service@icpdas.com, service.icpdas@gmail.com 
泓格科技網頁: http://www.icpdas.com 
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