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CL-200 Series

co 0 ~ 1000 ppm H2S 0~ 100 ppm
Cco2 0 ~ 9999 ppm (NDIR) CH4 500 ~ 7000 PPM
HCHO 0 ~ 2000 ppb PM2.5 0 ~ 400 pg/m3; Resolution: Tug/m3
TVOC 0 ~ 60000 ppb (MEMS) Temperature -10°C ~ 50°C / Accuracy: +0.6°C
NH3 0~ 100 ppm Humidity 0~ 100 % RH / Accuracy: +5% RH




CO/CO02/HCHO/Temperature/Humidity

CL-201-E CR CO
CL-202-E CR CO2
CL-203-E CR CO +C02
CL-204-E CR - - HCHO + TVOC
CL-207-E CR HCHO
CL-208-E CR TVOC
CL-2010-E CR .
Replaceable Filter PM2.5
CL-213-ECR CO +C02

Temp RH



https://icpdas-europe.com/Produkte/Sonstige/Sensors-Datalogger/CL-201-E-CR
https://icpdas-europe.com/Produkte/Sonstige/Sensors-Datalogger/CL-202-E-CR
https://icpdas-europe.com/Produkte/Sonstige/Sensors-Datalogger/CL-204-E-CR
https://icpdas-europe.com/Produkte/Sonstige/Sensors-Datalogger/CL-207-E-CR
https://icpdas-europe.com/Produkte/Sonstige/Sensors-Datalogger/CL-208-E-CR
https://icpdas-europe.com/Produkte/Sonstige/Sensors-Datalogger/CL-213-E-CR
https://icpdas-europe.com/Produkte/Sonstige/Sensors-Datalogger/CL-203-E-CR
https://icpdas-europe.com/Produkte/Sonstige/Sensors-Datalogger/CL-210-E-CR

